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       Three Box                                                       Four Box 

Warranty 1 year

One Box                                     Two Box

Deminsion( WxHxD

)

175x38x105mm

Enclosure Metal With fixing kits

Weight 600g

Power Supply DC Jack +5V 3A

Model PCV-DPHMH14-2K

Structure and Operating Environment

Input DP1.4 7680x1080@60Hz x1 / 7680x4320@30Hz z1

HDMI Output SPEC HDMI 1.4 1920x1080@60Hz /1920x4320@60Hz x4

Output 1920x1200@60Hz /1920x4320@30Hz Max x4

Fixed EDID for Output

Support Customize Resolution Control by UMCC (Advance

Version)

Specification

One Box Support 7680x1080@60(1x4)

Two Box Support 15360x1080@60(1x8)or7680x2160@60Hz (2x4)

Three Box Support 7680x3240@60(3x4)

Four Box Support 15360x2160@60(2x8)or7680x4300@60Hz (4x4)

Easy & Quick install P&P without driver

Cost Effective & Best Solution for LCD / LED Video Wall

Support Landscape Protrait Display

8K Horizontal  Video Splitter Box

Feature
Single Box Support 2Kx4  Horizontal Splitter without

Scaller

Output Back View

Input Front View

7680x4320@60Hz

15360x2160@60Hz

15360x1080@60Hz

7680x2160@60HzUMCC Resolution Control AP

7680x1080@60Hz
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